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TA L L  P L A N T  S E R I E S

Tall Plant growth chambers and rooms 

are specifically designed to provide 

maximum growth height and high lighting 

levels. They are ideal for experiments 

with cereal crops, shrubs, saplings and 

horticulture plants.  



TPR Series - 915mm (36") Canopy

TPR-45 4.5m² (48ft²) 2030mm (80") 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 2945mmW x 2945mmD x 2595mmH (9’8”W x 9’8”D x 8’6¼“H)
TPR-89 8.9m² (96ft²) 2030mm (80") 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 2945mmW x 5285mmD x 2595mmH (9’8”W x 17’4”D x 8’6¼“H)
TPR-134 13.4m² (144ft²) 2030mm (80") 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 2945mmW x 7620mmD x 2595mmH (9’8”W x 25’0”D x 8’6¼“H)
TPR Series - 1065mm (42") Canopy

TPR-52 5.2m² (56ft²) 2030mm (80") 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3240mmW x 2945mmD x 2595mmH (10’7½”W x 9’8”D x 8’6¼“H)
TPR-104 10.4m² (112ft²) 2030mm (80") 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3240mmW x 5285mmD x 2595mmH (10’7½”W x 17’4”D x 8’6¼“H)
TPR-156 15.6m² (168ft²) 2030mm (80") 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3240mmW x 7620mmD x 2595mmH (10’7½”W x 25’0”D x 8’6¼“H)
TPR Series - 1220mm (48") Canopy

TPR-59 5.9m² (64ft²) 2030mm (80") 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3530mmW x 2945mmD x 2595mmH (11’7”W x 9’8”D x 8’6 ¼”H)
TPR-119 11.9m² (128ft²) 2030mm (80") 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3530mmW x 5285mmD x 2595mmH (11’7”W x 17’4”D x 8’6¼“H)
TPR-178 17.8m² (192ft²) 2030mm (80") 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3530mmW x 7620mmD x 2595mmH (11’7”W x 25’0”D x 8’6 ¼”H)
TPRB Series - Barrierred lighting with separate lamploft refrigeration & temperature control

TPRB-37 3.7m² (40ft²) 2415mm (95”) 1500µmol m-2 s-1 10°C to 40°C 4°C to 40°C 3050mmW x 1780mmD x 2900mmH (10’0”W x 5’10”D x 9’6¼“H)
TPRB-74 7.5m² (81ft²) 2415mm (95”) 1500µmol m-2 s-1 10°C to 40°C 4°C to 40°C 3050mmW x 3385mmD x 2900mmH (10’0”W x 11’1¼”D x 9’6¼“H)
TPRB-111 11.3m² (121ft²) 2415mm (95”) 1500µmol m-2 s-1 10°C to 40°C 4°C to 40°C 3050mmW x 4990mmD x 2900mmH (10’0”W x 16’4½”D x 9’6¼“H)
TPRB-149 15.1m² (163ft²) 2415mm (95”) 1500µmol m-2 s-1 10°C to 40°C 4°C to 40°C 3050mmW x 6600mmD x 2900mmH (10’0”W x 21’7¾”D x 9’6¼“H)
TPRF Series - 915mm (36") Canopy - Channel floor system for uniform airflow

TPRF-45 4.5m² (48ft²) 2030mm (80”) 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3240mmW x 2945mmD x 2800mmH (10’7½”W x 9’8”D x 9’2¼“H)
TPRF-89 8.9m² (96ft²) 2030mm (80”) 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3240mmW x 5285mmD x 2800mmH (10’7½”W x 17’4”D x 9’2¼“H)
TPRF-134 13.4m² (144ft²) 2030mm (80”) 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3240mmW x 7620mmD x 2800mmH (10’7½”W x 25’0”D x 9’2¼“H)
TPRF Series - 1065mm (42") Canopy - Channel floor system for uniform airflow

TPRF-52 5.2m² (56ft²) 2030mm (80”) 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3530mmW x 2945mmD x 2800mmH (11’7”W x 9’8”D x 9’2¼“H)
TPRF-104 10.4m² (112ft²) 2030mm (80”) 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3530mmW x 5285mmD x 2800mmH (11’7”W x 17’4”D x 9’2¼“H)
TPRF-156 15.6m² (168ft²) 2030mm (80”) 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3530mmW x 7620mmD x 2800mmH (11’7”W x 25’0”D x 9’2¼“H)
TPRF Series - 1220mm (48") Canopy - Channel floor system for uniform airflow

TPRF-59 5.9m² (64ft²) 2030mm (80”) 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3825mmW x 2945mmD x 2800mmH (12’6½”W x 9’8”D x 9’2¼“H)
TPRF-119 11.9m² (128ft²) 2030mm (80”) 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3825mmW x 5285mmD x 2800mmH (12’6½”W x 17’4”D x 9’2¼“H)
TPRF-178 17.8m² (192ft²) 2030mm (80”) 750µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3825mmW x 7620mmD x 2800mmH (12’6½”W x 25’0”D x 9’2¼“H)
TPRP Series - 3.0m - Designed to accommodate phenotyping conveyor belt systems

TPRP-60 6.0m² (64ft²) 2030mm (80”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 2945mmW x 2945mmD x 2595mmH (9’8”W x 9’8”D x 8’6¼“H)
TPRP-111 11.1m² (119ft²) 2030mm (80”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 2945mmW x 5285mmD x 2595mmH (9’8”W x 17’4”D x 8’6¼“H)
TPRP-162 16.2m² (174ft²) 2030mm (80”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 2945mmW x 7620mmD x 2595mmH (9’8”W x 25’0”D x 8’6¼“H)
TPRP Series - 3.5m - Designed to accommodate phenotyping conveyor belt systems

TPRP-76 7.6m² (82ft²) 2030mm (80”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3530mmW x 2945mmD x 2595mmH (11’7”W x 9’8”D x 8’6¼“H)
TPRP-141 14.1m² (151ft²) 2030mm (80”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3530mmW x 5285mmD x 2595mmH (11’7”W x 17’4”D x 8’6¼“H)
TPRP-205 20.5m² (221ft²) 2030mm (80”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 3530mmW x 7620mmD x 2595mmH (11’7”W x 25’0”D x 8’6¼“H)
TPRP Series - 5.0m - Designed to accommodate phenotyping conveyor belt systems

TPRP-185 18.5m² (199ft²) 2335mm (92”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 4880mmW x 4880mmD x 3050mmH (16’0”W x 16’0”D x 10’0“H)
TPRP-282 28.2m² (303ft²) 2335mm (92”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 4880mmW x 7315mmD x 3050mmH (16’0”W x 24’0”D x 10’0“H)
TPRP-378 37.8m² (407ft²) 2335mm (92”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 4880mmW x 9755mmD x 3050mmH (16’0”W x 32’0”D x 10’0“H)
TPRP-475 47.5m² (511ft²) 2335mm (92”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 4880mmW x 12190mmD x 3050mmH (16’0”W x 40’0”D x 10’0“H)
TPRP Series - 6.5m - Designed to accommodate phenotyping conveyor belt systems

TPRP-256 25.6m² (276ft²) 2335mm (92”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 6400mmW x 4880mmD x 3050mmH (21’0”W x 16’0”D x 10’0“H)
TPRP-390 39.0m² (420ft²) 2335mm (92”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 6400mmW x 7315mmD x 3050mmH (21’0”W x 24’0”D x 10’0“H)
TPRP-524 52.4m² (564ft²) 2335mm (92”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 6400mmW x 9755mmD x 3050mmH (21’0”W x 32’0”D x 10’0“H)
TPRP-658 65.8m² (708ft²) 2335mm (92”) 1100µmol m-2 s-1 15°C to 35°C 5°C to 35°C 6400mmW x12190mmD x 3050mmH (21’0”W x 40’0”D x 10’0“H)

TPC-8 0.8m² (9ft²) 1485mm (58½") 1000µmol m-2 s-1 10°C to 35°C 4°C to 40°C 2095mmW x 750mmD x 2005mmH (82½”W x 29½”D x 79”H)
TPC-15 1.5m² (16ft²) 1485mm (58½") 1500µmol m-2 s-1 10°C to 35°C 4°C to 40°C 2690mmW x 890mmD x 2005mmH (106”W x 35”D x 79”H)
TPC-19 1.9m² (20ft²) 1525mm (60") 1500µmol m-2 s-1 10°C to 35°C 4°C to 40°C 2590mmW x 890mmD x 2820mmH (102”W x 35”D x 111”H)
TPC-37 3.7m² (40ft²) 2030mm (80") 1500µmol m-2 s-1 10°C to 35°C 4°C to 40°C 3455mmW x 1675mmD x 2590mmH (136”W x 66”D x 102”H)
TPCB-19 1.9m² (20ft²) 1550mm (61") 1000µmol m-2 s-1 10°C to 40°C 4°C to 40°C 2565mmW x 1040mmD x 2820mmH (101”W x 41”D x 111”H)
TPCV-37 3.7m² (40ft²) 2030mm (80") 1500µmol m-2 s-1 10°C to 35°C 4°C to 40°C 3455mmW x 2640mmD x 2590mmH (136”W x 104”D x 102”H)
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Note a: Light intensity measurements at 150mm (6”) from the lamps or barrier (if applicable) at 25°C,  
TPRB products light intensity measurements at 1m (39”) from the barrier, 
TPRP products light intensity measurements at 1m (39”) from the lamps.


